Labeling

VEGA 2 Supplier Training

DelL.PHI

REQUIREMENTS STANDARD

Container Labeling
e LO ]
e WO T tyife
BT
DELPHI GLOBAL T 123 S gan 0550004936 |-
CONTAINER LABEL "mm”mm |\|\|@|ﬁﬁﬁi'“"”""”‘"""""" . ooom

Supplier Frey

L [IT1]
0.

Supplier Training

This is a comprehensive review of Delphi Electronics & Safety labeling
requirements and the impact SAP will have on suppliers concerning the

container labeling process.
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DELPHI Container Labeling

¢ Container Labeling Certification

— All Suppliers will be contacted and
certified by Delphi-E&S Label Team with
respect to pallet/container labeling and
the Packing Slip requirements

— The Delphi Global Container Label
Requirements Standard contains detailed REQUIREMENTS STANDARD
information concerning Delphi-E&S label ‘
requirements

» Refer to the end of this module for
information on accessing this Standard

> Supplier Training

Label certification will help suppliers understand and comply to label
standards.

In addition to reviewing the material in this training module, Delphi offers
suppliers a document called the Delphi Global Container Label Requirements
Standard that will help suppliers understand the requirements. Refer to the
end of this module for information to access this Standard.
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DELPHI Container Labeling

¢ EDIFACT Label Certification
— EDIFACT Certification must start prior to Delphi E&S Label
Certification

» GXS has been employed by Delphi to certify all Delphi
suppliers to our EDIFACT (traditional EDI) specifications
— Label Certification can begin after the test DELJIT is
received

— Delphi Global American Container Label Standard will give
step by step instructions on how to map the DELJIT values
to the container label

3 Supplier Training

As a supplier becomes EDIFACT certified it is important for the supplier to
understand the relationship between the EDIFACT that is received and
container label mapping from a DELJIT (the authorization to ship material to
Delphi).
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DELPHI Container Labeling

¢ Delphi WebEDI Certification
— Delphi WebEDI Certification has built in application for
container labeling

— Delphi WebEDI Suppliers will be identified and contacted
by a Delphi WebEDI Team that works exclusively with the
WebEDI Certification

» The Certification Team will help with initial Covisint set up

» Delphi-E&S WebEDI Support Team will educate supplier on
ASN creation and label print from WebEDI

4 Supplier Training

Supplier that will be using Delphi WebEDI will be instructed on how to print
container labeling from the WebEDI application.

If a WebEDI supplier is able to print container label to meet the Delphi label
standard from a stand alone system, the Delphi Label Team will need to certify
supplier container labeling to the Delphi Global standard and certify supplier
per label certification process.

Delphi WebEDI can also help with supplier conformance to stand alone label
printing by occasionally comparing labels generated by WebEDI to their own
system generated labels.
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DELPHI Container Labeling

¢ The Label:
— Container label is considered an extension of the part
— Printed by the Supplier
- Must be attached to containers and pallets as needed

— Information required for mapping to the label is in the
EDIFACT DELJIT

» Delphi WebEDI has labeling capability built into the
application

5 Supplier Training

The label is an important part of the product and the supplier is expected to
know and follow Delphi Global labeling standards and guidelines. Mapping

information from the DELJIT will ensure correct information on container
labeling.
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D< L PHI Labeling
Process Flow
' Order Filled
Delphi , Labels Applied
Electronics & Safety Supplier (two per container)

(pallet labels as needed)

Packing slip with bar-
coded SID number and
MFG DUNs applied
to shipment

DELJIT
Transmitted via EDI

DESADV (ASN
Transmitted via EDI to
Delphi-E&S

Order Shipped to

e ’F‘ Delphi Delphi-E&S Shipping
'T Ek-\_:lr ] Electronics & Safety Location

Packing Slip and Label
Scanned and Verified |< g —
6

Supplier Training

This is the process flow for labels. Until a label is scanned and verified at the
Delphi-E&S Label Team, the supplier is responsible and will be contacted if a
problem exists.
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DELPHI Container Labeling
Certification

# Certification is conducted by the Delphi-E&S Label
Certification Team

+ Certification is completed for New Supplier ship-from
locations (VN DUNSs)

¢ Certification assures correct label format is used, data is
properly formatted, and barcodes can be interpreted.

¢ Supplier must mail sample labels to the Label
Certification Team (address in appendix) for verification
and approval

— The Delphi Global Container Label Requirements Standard
can be downloaded from the Delphi Portal

7 Supplier Training

The Delphi Global Container Label Requirements Standard can be
downloaded from https://delphi.portal.covisint.com/web/portal/vega/-
/journal_content/56_INSTANCE_pJy9/107627/114729 (you may have to copy
and paste into browser address field; no ID or password is required).
Certification is required if supplier has a new ship site (VN DUNs) because:

1) Moved from original certified location

2) Opened a new ship location

Anytime you implement something new, there must be a new certification (i.e.
printers, software, etc.).
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DELPHI Container Labeling

¢ Three types of labels

— Container Label
» Label used to identify the contents of the container
» Follow the Delphi Global Container Label Requirements Standard

- Master Label

» Label used to identify and summarize the total contents of a multiple
pack of a single part number (material number) within the same
container shipping to a single destination

» Used for pallets, skids, etc., holding more than one standard pack of
the same part number (material number)

- Mixed Load Label

» Label used to identify the contents of multiple standard packs of
different part numbers (material numbers) shipping to a single
destination

» Used for pallets, skids, etc., holding more than one standard pack of
different part numbers (material numbers)

8 Supplier Training

There are three types of labels required by Delphi-E&S: Container labels,
Master labels, and Mixed Load labels.

The Master and Mixed Load labels are identifiers for receiving multiple
standard pack containers on a skid or pallet.

More details on each kind are given above. Refer to the Delphi Global
Container Label Requirements Standard provides more detailed information
concerning each label type. Information on accessing this Standard is
included at the end of this module.
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DELPHI Container Labeling
Certification

¢ Label Size and Material
- The label medium shall be white in color with black printing
- Label size 4.0 inches (010.6mm) high by 6.0 inches (152.4mm) wide
- Adhesive label medium and assure application is wrinkle free

- Alternative container label is available with approval from Delphi
Label Team for suppliers with small containers

» Label size: 4.0 inches (101.6mm) high by 2.0 (050.2mm) wide
¢ The Label Team member will verify and review
your label per the Delphi Global Container Label
Requirements Standard and will return results
back to Supplier

- Several submissions are often required before approval is granted

¢ Continue shipping while undergoing Label
Certification

9 Supplier Training

Remember that several submissions may be required before SAP label
certification is complete. If you have issues or questions, contact information
is included in the Appendix section of this training.

Label Size and Material
1) The label medium shall be white in color with black printing.
2) Label size 4.0 inches (101.6mm) high by 6.0 inches (152.4mm) wide
3) Adhesive label medium and assure application is wrinkle free

A new supplier to Delphi-E&S must get label certification as well as EDI
certification.
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DELPHI Label Requirements

¢ Wide to narrow

potween | “1234ABCD1 234ABCRMU1 llIIHUIIIHIIlIl\||IHHl|\||\IWII\ﬂﬂl\

2.8:1 and 3.2:1

P |

123456/
+ Quiet zone on each ‘Il\llflIIWI\NIlIWIIIIIH!IIW‘|||H||‘|\IH\II?IHH\!UI\\II‘ 12345678

side of barcode

b at least 25 inch || M\I\IH\I\HIlIIN\HI\Ilﬁ‘m\'lllﬂl‘\l\lm T

(6.35mm)

Supplier Free Space

¢ Barcode Symbology:
Code 39, except
for Part No. and Lot
No. fields, which will Barcode 128
be Code 128

10 Supplier Training

The wide to narrow ratio refers to the ratio of the lines in the barcode
symbology. The ratio must be between 2.8:1 and 3.2:1. This is specified in
the  Delphi  Global  Container  Label  Requirements  Standard,
Section D.3.6 “Wide to Narrow Element Ratio.”

For optimum scanning, a symbol’s leading and trailing clear area (quiet zone)
shall be at least 0.25 inch (6.35 mm). This is specified in the Delphi Global
Container Label Requirements Standard, Section D.3.7 “Quiet Zone”

Barcode Symbology information is detailed in the Delphi Global Container
Label Requirements Standard, Section D.3 “Barcode Symbology”
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DELPHI Container Label Placement

“"‘“1234\!AB‘CD11234‘ABCDM ‘;I‘INIl\\I\IHIIfJJI‘II\I{(lg!‘l\}

= 123456 =
" 173056780012 =~
Jgt
HI\‘IVN]@\;HWI\IM :

Supplier Free Space

¢ Two labels per container
are required

¢ Container labels must be
affixed to two adjacent
sides of each container

Memo Item: Returnable Totes
must have container labels placed
at each end of tote

Refer to Section J of the Delphi Global
Container Label Requirements Standard

11 Supplier Training

Container labels must be placed properly on containers. The above example
illustrates proper placement of labels on expendable containers. Labels are
placed on two adjacent sides of each container to help confirm readability
even if the box gets turned on the pallet.

In addition, Delphi-E&S currently has suppliers that are involved in a
Returnable Container Program. Label placement for returnable containers
requires suppliers to place a container label on each end of the returnable
tote. For Master and Mixed Load labels, suppliers should follow placement
instructions for palletized containers.
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e e Container Label Fields
@ Delphi Material Number (Part Number)

oidigorttor: | mamn

PART #
CUST
|_H_|

23 20/
Data Identifier: MMMMIMMMM_ 12345678

(P) 123 1567 I
Maximum characters: HII\N\I\Il\\Ml||||WH|\|ﬁ‘ﬁw'|l|ﬂ|‘\|l|m mm
18 (not including data Hllllﬂflll|\|||H|l|q|1 |\|||1||l|||1||l\|||&|$|gl
dentier) PPITTIBSSOEEE oy el s
Barcode Symbology:

Code 128

This information is obtained from the
LIN segment in the DELJIT

12 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

The material (part) number refers to the Delphi-E&S material (part) number,
not to the supplier’'s part number. This information is included in the DELJIT
(Supplier JIT Schedule) sent to suppliers.
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DELPHI Container Label Fields
@ Purchase Order — Assigned by Delphi-E&S

Also called:
Scheduling Agreement

Ei.tca)lfi Identifier: = ; W | M__
T 123 sgzﬂ IO

89012345578901234557390
e 123456789012345078901234567830

LR HIIHIHIIIIIIHIII 14
Supplier Free Space 4 &%

DESC 1234567590123455789[112345 04232005

pg T demiter: muww

Maximum characters:
12 (not including data
identifier)

This information is obtained from the
RFF+AAN segment in the DELJIT

13 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

Delphi-E&S is shipment—based and must have the Scheduling Agreement (or
Purchase Order), from RFF+ON segment of the ORDERS or ORDCHG
message) humber on the label.
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DELPHI Container Label Fields
@ Serial Number — Assigned by Supplier

Field Identifier: | 1234ABCD1234ABCDU1 11!|HUII|H!I!|l\||IﬂHﬂlll\IUlIll\Hl\\
i~

SERIAL #

P IJ
Data Identifier: “ 1 234567 i 1 2345678
(3S) W
Maximum characters: |@ H«IINN\I\|4\lllllllllmH|\|ﬁ‘ﬁ\ﬂlﬂlﬂ\lm =
9 (not including data =S == mmmmnmmuqn n||n|n|||1||u|||£|$| g|
ceninen Suppller Free SPace s stk s

by the Supplier. The number cannot be

This number is a unique number assigned
reused within a 12-month timeframe

14 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

The serial number is a unique number created by the supplier. The serial
number does not necessarily need to be in sequential order and shall not be
repeated on another label within a 12-month period. Serial number is used for
traceability of the part or parts in the container.

On the Container Label, the serial number identifier is 3S.
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DELPHI Container Label Fields
@ Supplier Free Space

Suppler can populate | 1234ABCD1234ABCRMU1 llll}\l}lllﬂmll\l||ﬂH\l\||\IWIlm\l\\

this area as desired

1234 57
1234 78 123 567 I

39012345578901234557390

aaaaaaaaaaa

~} il Rt (ZUGTR TR0 MSHTON

] HII]IHfIllHIIIHHII%H HIIHIHIIIIIIHIII&I&I&II

.S upplier Free Space DES EETHOUBGETROENS 4T
333333333333333333333333333333 MAD
12345678901234567890 12 1234

15 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

Supplier can leave blank, add logo, supplier part number et cetera, but must
stay within confines of the block.
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D<LPHI Container Label Fields
@ Quantity
Field Identifier: | 1234I\BCD1234!\80[@1{1”?l 1lllHUI||H!|1|l\|||ﬂﬂ\|\||\|"1||m

gy entter: Mmm_wmnmmmw_ﬂtﬂm_ 12345678

[T,
Maximum characters: ml\“Mm“M“"N”H|‘|ﬁm|“ww|m 123 51%?1??3%33315333;%331%%3%%;333
6 (not including data mumxmunnnuqnmfl||1|n|||”1||ﬂ“f|||&: I le|
ldentlfler) Suppher Free space DESC: 1234567890123456789012345 5’252"2‘125 JJJJ

1111111111111111111111111111111111111
11111111111111111111111111111111111111

Unit of measure is assumed PCE. Any other
unit of measure must appear in human
readable text with a maximum of 3 characters

16 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

The unit of measure is assumed to be “each” unless specified otherwise in the
human readable text.
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DELPHI Container Label Fields

REV LVL (not used ;1234ABCD1234ABCDU1 mamn
DLOC 23 6

Field dentier: w|l|lll;|llmlﬂlllmlllIIllHIIM|||1|I‘|1|H||?|!}l\lﬂllll‘ T
Bty tacion | N P

— EDIFACT DELJIT
PCl...11Zsegment g nslier Free Space

HIIIIHIMHIIIHI\II%I] HIIHIHIIIIIIHIII&I&I&II

DESC: 1234567890123456788012345
MADE

Maximum
characters:
8

17 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

The REV_LVL will not be used at Delphi-E&S, but it may be used by other
Delphi divisions.

DLOC - it is important to understand this information is in the EDIFACT
DELJIT PCI...11Z segment . This is the "House Storage Location" and is
internal to Delphi-E&S.

This has been the most confusing area of the label for the supplier. You must
put whatever is on the EDIFACT DELJIT PCl segment here. Do not hard
code this label.
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DELPHI Container Label Fields

@ PLT./DOCK /LOT NO.

Field Identifier:
PLT./DOCK

Data Identifier:
N/A

. 23456780017 [+~
poumum s | I

LOTNGy tifter: | | 1235 90‘2!“122922:?234557250
TN i wnwwuumummwnﬁﬁ» Ui

Data Identifier: |
(T

UPPLIER: (V)

Supplier Free Space :

Maximum characters: oo ot

10 (not including data

identifier)
PLT./DOCK will be mapped from the LOC+11 segment from

Eg&%()de Symbology the DELJIT. The rest of the information in this block will be

mapped from the PCI...13-15Z segments from the DELJIT

18 Supplier Training

For Suppliers using WebEDI labels the fields will populate automatically, with
the quantity, serial number and lot no given during ASN creation.

The Plant/Dock and the Lot Number information is in this block. The
Plant/Dock is mapped from the EDIFACT DELJIT LOC+11 segment. The Lot
Number, if used, is assigned by the Supplier and encoded in barcode 128 with
a 1T Data Identifier.

Storage Bin: Mapped from DELJIT PCI...13Z segment
Plant Name: Mapped from DELJIT PCI...14Z segment
Plant City:  Mapped from DELJIT PCI...15Z segment
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DELPHI Container Label Fields
. Part and Supplier Information

SorPUER | ™ “1234ABCD1234ABCD0 llllHUIIlHIIlIl\||IﬂHl|\||\IWIIlU1l|\
i~

Data Identifier:
(V)

1234967
15 notncudmng. - ‘Il\ll‘lll\WIHI\I\!HHIllIH!IIW‘III\1||‘|WIH\II?IH}I\IUMII‘ 12345678

___ﬁ_
dentiier) 7534 sgzﬂ LTI

cogronsvor | RGN | e

gllsaximum characters:

Supplier Free Space S 1294067840

04/23/2003
MMMMMM

1111111111111111111111111111111
11111111111111111111111111111111111111

Field Identifier:
MFG. DATE

Barcode Symbolo
Code 3 y 9y

19 Supplier Training

The Supplier Identification number is the "Ship From" supplier number or
shipping DUNs number provided by Delphi-E&S in the NAD+SU segment of
the DELJIT.

The part description describes the part and is a maximum of
25 characters. This is provided in the PCl 17Z segment of the DELJIT.

The manufacturing date is the date that the part was manufactured.

The Country of Origin heading will state either "Assembled IN" or Made "IN"
and will reflect whether the part was assembled or manufactured by the
supplier.

Use standard country abbreviation.
Include supplier name, supplier city, supplier state, and supplier postal code.
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D<LPHI Master Label

T IVIASTER LOAD

CUST(P)

TN THA ™
ﬁmﬂﬁﬁ n?mﬁn%ﬂﬁ _1 2345678

RIAL # PLT./DOCK

‘ Storage Bin: 123456789012345678001234567890
‘ | pancy: 123496789012345678901234567690
123456789012345678901234567890
= 07/26/2002
s[]pp"er Free SPace 23455?590123455?59012315

I23456739012345673%1234567391] waoe |

55555555555555555555555555555555555555

Refer to Section F of the NorthAmerica
Container Label Requirements Standard

20 Supplier Training

A Master Load Label shall be used to identify the total contents of a multiple
pack load of the SAME part number.

1) The serial number data identifier for the Master Load label is 4S.

2) Serial numbers must be unique and cannot be reused within a twelve
month period
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DELPHI Mixed Load Label

MIXED LOAD

EHPPLIEE SHIP TO:
123456789012 | 2eeris
DRAHURHRVHII | morsrema 2 o
123456789 1234567

m T sormgesn {23SATBO0TZSGTENN 1234667890

TLTIEEOHNI | oo

N L TR 23ASRTR00 23056 THS0
\ swie oate: (17126/2002

Supplier Free Space {O3I5GTB002345578001234557890

12345678901234567890 12 1234567

Refer to Section G of the NorthAmerica
Container Label Requirements Standard

1 Supplier Training

A Mixed Load label shall be used to identify the total contents of a multiple
pack load of material (part) numbers that are mixed. One part number per

container.

1) The serial number data identifier for the Mixed Load Label is 5S.

2) Serial numbers must be unique and cannot be reused within a twelve
month period.
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DELPHI - Master/Mixed Load Label Placement

¢ Master Label or Mixed Load Label
must be affixed to outer area of the total package and
will identify the part
configuration of the
skid or pallet

¢ Two labels per pallet

\I\HIHIIIII\I \HIIHIIIIIHIIM N "
I} |
. ”

e
1211&7(!01231567(‘“ ] wocn

xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx

MIXED LOAD

S
1234567830123456788012345

17345
‘mhnunuu\nuu ||||n| ||||n|‘|| mswienn o
mii =

Supplier Free Space

Supplier Free Space

123456783012345678901234667880
12456780012345678801234567850
12345783012345678801234567880
e 0712612002

2345675 012345678901234567890
123456TBO01234567600 12 1234567

20 Supplier Training

Placement of Master or Mixed Load labels will be place on the outer most area
of the prepared shipment.
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DELPHI Mixed Load Label Requirements

¢ Additional labeling required for Mixed load shipments
- Suppliers shipping Mixed Load skid/pallets are
required to place a Master Load label per part number
on the outer most area of the shipment next to the
Mixed Load Label

¢ 1. Individual Master Load Label

¢ 2. Mixed Load Label
+ 3. Container Label
+ 4. In this example:
- Cardboard placard to hold Master Load Label

- Labels can also be applied directly to shrink wrap

Supplier Training

23

Freight Hubs or Crossdocks are being identified as cost effective for Delphi
shipments.

As material comes into these Hubs there is a need to pushed it through in a
timely manner to meet shipping compliance windows. It is therefore imperative
that personnel working the incoming material and outgoing shipments see
accurate container labeling so to match the material with the correct Carrier
and therefore ship material in a timely manner.

This additional labeling of a Master Load label on a Mixed load pallet will
ensure that the crossdock personnel can accurately account for all material on
the skid as it is designate for it's final destination without having to break the
skid down which will incur the cost of time and money.
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DELPHI Best Practices

¢ Labels
—- Edge Determination
» Ensure correct amount of elements by checking that
print heads are not damaged
— Decodability
» Ensure clear decodability and print clarity by

¢ Use of ink gain, jagged edges, etc. contribute to poor
"Decodability".
+ Can be corrected by altering temperature of printer Quiet
Zones
~ Ensure minimum .25 inch (6.35 mm) of Quiet Zone on
either side of barcode

24 Supplier Training

Suppliers should follow best practices to ensure proper labeling of
Delphi Electronics & Safety products.

When utilizing a laser printer it is important to verify the printer has an
adequate amount of toner and that the printer is routinely maintained and
cleaned.

When using a thermal printer, the heat sensitivity needs to be monitored to
ensure good label quality.
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DELPHI Best Practices

# Electronic Data Integrity of Label

— Ensure correct label for correct part is properly affixed on
container or pallet

— All processes should be tied together electronically to
ensure data is correct
¢ If manual data entry required for printing labels, second
party verification should be used
¢ Operator work instructions for all labeling activities should
be complete, documented, and accessible

¢ Training is defined, established, documented, and
verified for operators and supervisors

25 Supplier Training

This is a continuation of best practices that suppliers should follow for labeling.

© 2003-2006 Delphi Electronics & Safety
VEGA 2 Supplier Training — Labeling
Page 25



Labeling

VEGA 2 Supplier Training

DELPHI Best Practices

¢ Label content and quality verified

+ Printed label content and quality verified after any
changes are made to printing equipment. Should include:

— Checking barcode quality using a barcode verifier

» If supplier does not have proper equipment to verify bar code
ask Delphi E&S Label Team to assist

- Checking format of label to label specification or template
sample

— Checking legibility of human readable information

- If new system has been installed a re-certification must be
completed by the Delphi E&S Label Team

2 Supplier Training

For additional information on supplier responsibilities see the Supplier
Responsibilities section of the Appendix.
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DELPHI  -ONTAINER LABELING COMPLIANCE CHECKLIST

a Print and use the most current version of the Delphi North
American Container Labeling Standard

0 Work with Delphi Electronics & Safety (E&S) Label Team to
certify required labeling for incoming shipments to Delphi
E&S

Q Suppliers must certify a container, master and mixed load
label

a Supplier will received approval and certification from Delphi
E&S Label Team

27 Supplier Training

Suppliers should be encouraged to use this checklist prior to shipping to
Delphi facilities

Checklist will ensure that supplier has completed all the required tasks prior to
shipping into Delphi facilities.
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DelL.PHI

Packing Slip

Human readable information:
Minimum of 10 point font

¢ Shipment ID (SID) Barcode
- SHALL be in upper right corner of the supplier Packing Slip
— Will be directly above SID human readable
- Supplier to use current packing slip format with barcode modification
- Code 39 — Bar Code Symbology

(2S) Data Identifier: Required

SID is the number transmitted in
the BGM segment of the

DESADV. Cannot be repeated
within a 12-month timeframe

Barcode contains SID preceded
by (2S) Data Identifier. Max of 10 __

characters
Example: 251234567890

Manufacturing DUNs Number is
required

Packing Slip o
LRI T
I T
> SID (2S) # 1234567890
Ship To: Delphi
5820 Delphi Drive
Troy, MI 48098
Ship From: Vendor X
123 One Street
Troy, MI 48098
Part Number Manufacturing DUNs Number Qty
Xyz / 793255852 100 EA
S~ /

28
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The Shipment Identification Number (SID) is a unique number assigned by the

supplier and does not need to be in sequential order.

It is returned on the

packing slip and shall be barcoded with Barcode Symbology 39. This number
will link the barcode data on the packing slip to the DESADV (ASN) sent by
the supplier for receiving purposes.

The SID shall not be repeated to Delphi-E&S on another packing slip within a
12-month period. The SID number has a maximum length of 10 alphanumeric
characters with a data identifier (2S).

It is very important that the human readable information associated with the

barcode is clear and appears on every packing slip. For example:

If the

barcode cannot be scanned, a manual entry using the human readable
characters will need to occur to complete the receiving process.

A packing slip is usually 8 1/2” by 117 (215.9mm x 479.4mm, standard NA

paper size).

The Manufacturing DUNs number, per part number, is required on the packing

slip. This is just an example.
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DELPHI Packing Slip Requirements

¢ Each packing slip MUST have unique number called a
SID (Shipment IDentification number) barcode

— Assigned by Supplier

- Does not need to be in sequential order

- The barcode SID on the packing slip links the ASN sent by
supplier for receiving purposes

— SHALL NOT be repeated on another packing slip within
twelve-month period

—- SHALL be exact same number as sent in ASN transaction.
(Example, if ASN SID Number is 1234567890, then the
barcoded Packing Slip SID Number SHALL read
251234567890 (2S data identifier is part of the bar code
but not included in the BGM segment of the DESADV)

29 Supplier Training

This is a continuation from the previous page concerning Delphi-E&S packing
slip requirements.
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S L Packing Slip Requirements Checklist
a Is not part of the North American Container Labeling
Standard

0 Documentation for the SID bar code requirement located
on the Delphi E&S Supplier Training Webpage

https://www.delphisuppliers.com/vendor_documents/delphi-d/Vega2/index.html
0 Must be included with every shipment
0 Must be on the outermost surface of shipment
0 Preferably in a sleeve marked “Packing Slip Enclosed”

0 Must include a unique Shipment Identification Number
(SID) that is barcoded

0 Must clearly indicate the material numbers (part
numbers), total quantity shipped, unit of measure, and
Manufacturing DUNs number per material number

30 Supplier Training

Suppliers must comply to all Delphi-E&S packing slip requirements.

This is not on the web site and is not part of the North American Container
Label Requirements Standards.

Packing Slip Requirements can be found in the Appendix of this manual.

If you need additional help, contact your Label Certification Team Member
found in your Appendix.

© 2003-2006 Delphi Electronics & Safety
VEGA 2 Supplier Training — Labeling
Page 30



Labeling

VEGA 2 Supplier Training

Global EDI & Receiving

DELPHI Non-Conformance Notification

Delphi — Electronics & Safety
Notification of EDI / Receiving Problems

& This practice will allow all
Delphi E & S Receiving sites to

REQUIRES YOUR IMMEDIATE ACTION

Failure to sond aseurare and timely ASN's may impacs supplier paymenss, reculs

be common i
- Provides Supplier History e
» 1st time offenders _— N
. ASNs and type of problem:
» Repetitive Occurrences e

» Enable follow up & resolution | [ [ 1

Ho

Seprembar 14,2004 Global EDI & RaceivingNon Confosmance Notificaion

31 Supplier Training
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Accessing the

DELPHI Label Requirements Standard

1 Access the > http: //www.delphl com/suppliers/
Delphi Supplier
web site

JREIES
| ar

EPEIES

[Search ] o) [

2 Click on

& 2 —
& |
- € ABOUT DELPHI CCONSUMER PRODUCTS MANUFACTURER PRODUCTS OTHER DELPHI SITES.
U, er 21 census
8 Indepandent Aftermarket )| Media Raom ] | Medical Systams 5] | Supplier Portal )
&
‘ :o’,,l’" Ir ’ity & Supplier Main Home / Suppliers  Printable page
a

e B
Supplier How to Become a Supplier
* Login o Delphi
Supmier portal

Portal

Introduction to Delphi Global Supply Management

TO VISIT THE PUBLIC PAGES OF THE DELPHI SUPPLIER COMMUNITY PORTAL, |
CLICK HERE.

At Delphi, we' ve made a commitment to excellence - it's an important part of our
corporate culture. Our mission is clear: Be recognized by our customers as their best

supplier!
DelphiD 1545 Archives e
6 Cortrol Geter Opsrating succassfully in 3 demanding and compstiive global markst requires
Floatarics b Safolp Corimiines sigrificart involvement and support from our suppliers, Central to this is our Supplier

Communtty Portal hostad Shrouth Covisint. The portal SupRorEs our vision of an
slectronicaly-inked supply chain that wil id b e St
requirements far responsiveness.

lf vuu are a current supplier, thaﬂk vnu for your ongoing suppart as a team member.
3re-rtErested in DECOMiRG, ipplier to Delphi, please visit the public pages

Dn oul Suggher Community Durta\ hE mfurmatmn there will assist you in that

endea

L s ) o

|2] Done 0T T T [ ntemet
distan] (3 & ) & > 0|2 MisosoftOffce ... <|[ 23 Intemet Expl... -~ ) Delea Suppler Vega...| ] Document 18 - Micros.. | ] Microsalt PawerPain.. [« 1 0] 310 10:03AM

&
a
&
a
L
a
&
&
&
a
] GES - Corsumer
&
&
&Hor
@
&
EHu

3 Supplier Training

The next few slides will guide you through accessing the North America
Container Label Requirements Standard. You should review and understand
all labeling requirements within this Standard.
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Accessing the
DELPHI Label Requirements Standard

3 Click on e
Supplier Standards eLEE B
in the Frequently N
Used Documents \

section

) DELPHI Home | Links Registration
4 Click on e mm

Supplier Label —m

Specifications W Delphi only

= Doing Business With Delphi . Ve
» Supplier Standards = Col

Advanced Search

Delphi Supplier Standards

Material Specifications / Substances of Concern
Farced Labor Policy

Delphi Global Purchasing (DGP) Supplier Guidelines
Quality Requirements Communications to Suppliers
Quality Procedures

< Supplier Label Specifications >

Supplier Training
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Accessing the
DELPHI Label Requirements Standard

5 To download the Standard,
click on the icon
(must have Adobe®
Acrobat® Reader)

\ SUPPLIER LABEL SPECIFICATIONS
i 1@§ugplier Label Specifications - North America Only % | Nov | 2.8MB
6 To view on screen , > ese specifications are to be used for shipments to North | pdf | 1
—

click Su ppl ier American plants only. 2067

Label 5 | Supplier Label Specifications - Europe Only [&@ | Nov | 0KB
e . These specifications are to be used for shipments to link | 27,

Spec ifications — European plants only. 2001

North America

Only

Supplier Training

34

To view this document on screen, you must have Adobe® Acrobat® Reader. A
free download is available on the Adobe® web site.
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Accessing the
Label Requirements Standard

7 The NorthAmerica Container
Label Requirements Standard
will display

DelL.PHI

DELPHI GLOBAL

¢ If you have any questions or ReuIREsEsesiEANDED
problems accessing the
Standard, contact information
is included in the Appendix.
section
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DelLLPHI

Questions
and
Answers

If you have additional questions regarding VEGA 2 after the
training session, please contact the
Delphi Electronics & Safety VEGA Su?port Team:
delco.vega.support.kokomo@delphi.com

v E y a Supplier Training
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