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DEeLPHI Container Labeling

¢ Container Labeling Certification

— All Suppliers will be contacted and
certified by Delphi-E&S Label Team with
respect to pallet/container labeling and
the Packing Slip requirements

— The Delphi Global Container Label
Requirements Standard contains detailed o IREENS ST ANDARD
information concerning Delphi-E&S label
requirements

» Refer to the end of this module for
information on accessing this Standard
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DELPHI Container Labeling

¢ EDIFACT Label Certification
— EDIFACT Certification must start prior to Delphi E&S Label
Certification

» GXS has been employed by Delphi to certify all Delphi
suppliers to our EDIFACT (traditional EDI) specifications

— Label Certification can begin after the test DELJIT is
received

— Delphi Global American Container Label Standard will give
step by step instructions on how to map the DELJIT values
to the container label
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DELPHI Container Labeling

¢ Delphi WebEDI Certification
— Delphi WebEDI Certification has built in application for
container labeling

— Delphi WebEDI Suppliers will be identified and contacted
by a Delphi WebEDI Team that works exclusively with the
WebEDI Certification

» The Certification Team will help with initial Covisint set up

» Delphi-E&S WebEDI Support Team will educate supplier on
ASN creation and label print from WebEDI

Supplier Training



DELPHI Container Labeling

¢ The Label:
— Container label is considered an extension of the part
— Printed by the Supplier
- Must be attached to containers and pallets as needed

— Information required for mapping to the label is in the
EDIFACT DELJIT

» Delphi WebEDI has labeling capability built into the
application
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S Labeling

Process Flow

| Order Filled
D?'Dhl _ Labels Applied
Electronics & Safety Supplier (two per container)

\ 4

(pallet labels as needed)

+~ Packing slip with bar-
coded SID number and
MFG DUNs applied
to shipment

DELJIT
Transmitted via EDI

DESADV (ASN
Transmitted via EDI to
Delphi-E&S

Order Shipped to

\ ‘Fl Delphi Delphi-E&S Shipping
l—Tr g__:lr ] Electronics & Safety Location

Packing Slip and Label
Scanned and Verified
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DELPHI Container Labeling
Certification

¢ Certification is conducted by the Delphi-E&S Label
Certification Team

¢ Certification is completed for New Supplier ship-from
locations (VN DUNS)

¢ Certification assures correct label format is used, data is
properly formatted, and barcodes can be interpreted.

¢ Supplier must mail sample labels to the Label
Certification Team (address in appendix) for verification
and approval

— The Delphi Global Container Label Requirements Standard
can be downloaded from the Delphi Portal

Supplier Training



DELPHI Container Labeling

¢ Three types of labels

— Container Label
» Label used to identify the contents of the container
» Follow the Delphi Global Container Label Requirements Standard

— Master Label

» Label used to identify and summarize the total contents of a multiple
pack of a single part number (material number) within the same
container shipping to a single destination

» Used for pallets, skids, etc., holding more than one standard pack of
the same part number (material number)

—~ Mixed Load Label
» Label used to identify the contents of multiple standard packs of
different part numbers (material numbers) shipping to a single
destination
» Used for pallets, skids, etc., holding more than one standard pack of
different part numbers (material numbers)

Supplier Training



DELPHI Container Labeling
Certification

¢ Label Size and Material
— The label medium shall be white in color with black printing
— Label size 4.0 inches (010.6mm) high by 6.0 inches (152.4mm) wide
— Adhesive label medium and assure application is wrinkle free

— Alternative container label is available with approval from Delphi
Label Team for suppliers with small containers

» Label size: 4.0 inches (101.6mm) high by 2.0 (050.2mm) wide
¢ The Label Team member will verify and review
your label per the Delphi Global Container Label

Requirements Standard and will return results
back to Supplier

— Several submissions are often required before approval is granted

¢ Continue shipping while undergoing Label
Certification

Supplier Training



DELPHI Label Requirements

¢ Wide to narrow

petween | 234ABCD1234ABCDU1 il \\I\l \\III \\\\H\H\ I\\\II\\\\“\

F‘Dmmmuun mummwmgw [
« Quiet zone on eac IIII\HIIIlllll\llll\l\lilllllltHIIHU1|||H|H|1|H\||\|\\I|?|\llHl|l 12345”“(3“”7“% .
" ~ 112345 /?7/ *
o aast 25 e . |n|wnw|||tm|u|||7uﬁ\\|umu|uﬁﬂ\ Lo
(6.35mm) R — ] innnunumuu Il
+ Barcode Symbology: HpItEr et apate DESE MSETDIZMSTIROES - 85
Code39,except ————————————+/
for Part No. and Lot /
No. fields, which will Barcode 128
be Code 128
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DELPHI Container Label Placement

“234ABCD1234ABCDO1  IERANEHLT
MU 123496 »

W 1234967 R
U 19345678

1
N s
m” |5|.|ﬁﬁ'””||||| ‘ S, DTS

i

Supplier Free Space

¢ Two labels per container
are required

¢ Container labels must be
affixed to two adjacent
sides of each container

uuuuuuuu

Memo ltem: Returnable Totes
must have container labels placed
at each end of tote

Refer to Section J of the Delphi Global
Container Label Requirements Standard
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D<e L. PHII

@ Delphi Material Number (Part Number)

Field Identifier:
PART #
CUST

Data Identifier:

(P)

Maximum characters:

18 (not including data
identifier)

Barcode Symbology:

Container Label Fields

CCCCCCC

- 1234961¢
WWWMWWWWWWWW

QQQQQQ

12345678

||I|H|||!|H\||||||||IH|||?Nﬁ?\i|l|l(ll\ll|ﬁ\

M\Hll‘llll,lﬂl!llﬂlll! i
1 3 1gﬂZmu12345678901234557890

penthome:  {345BTR0012345AT800123456 7800
aaaaaaa USRNSSR OMEETOR0

Supplier Free Space

N I%I&HI UL I&Ig&ll

FFFFFFFF

DESC 2345678901234567890 2345 nMuzz/zuua

8888888888888888888888888888888888888
111111111111111111111111111111111111111

Code 128
This information is obtained from the
LIN segment in the DELJIT
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DELPHI Container Label Fields

‘ Purchase Order — Assigned by Delphi-E&S

Also called:
Scheduling Agreement

QQQQQQ

Field Identifier:
P.O.

123490 /03
12345678
I,

. 123456/
Nt 1 ..... - W

(K) Tﬁlﬂ"uyi|||¢|||f|ﬁf|45f T
Supplier Free Space ‘H é“

DESC: 2345678901234567890 2345 B%’?Eéé’ﬁ‘JaE'

8888888888888888888888888888888888888
111111111111111111111111111111111111111

Maximum characters:
12 (not including data

identifier)
This information is obtained from the
RFF+AAN segment in the DELJIT
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D<LPHI Container Label Fields
@ Serial Number — Assigned by Supplier

Field Identifier: | 1234ABCD1234ABCI?Hﬁﬂ1 |)||Nl|||$\II\IH\ll\\\\ll\ll\l\\ﬂllﬂ\ll\

SERIAL# 1|||\|IlllH|J|| ML ™
+ 12349678901

Data Identifier:

* 12345678

(3S)
1 3 QZ Llj)lﬂ!lﬂlj)l,llll!llﬂlll! Hllﬁ!
Maximurm characters: S *%3225%335%%zas;aam%%zaz%eas
not including data ACIIELI DAL LR RGN @ ™o 17345h78001234567 69012345675
idéntiﬁer) J Sunnlier Eree S HIllIHIIlINIIIIIHIqlilllllmllllllllll I&%II
UPPHENYIGE apdte OESC EMGHTISDZBISTERNIZNS g

8888888888888888888888888888888888888
111111111111111111111111111111111111111

This number is a unique number assigned
by the Supplier. The number cannot be
reused within a 12-month timeframe
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DELPHI Container Label Fields
@ sSupplier Free Space

Supplier can populate | 1234ABCD1234ABCDU1 ”“l“ll“‘“m““l““l“‘“\“‘l‘“m\
this area as desired FD“IH“M”“ Hlll Hm
' 'IIII\HIIHIIII\IIII\IHHIIIIIHIIIHHllll\\IHI\IlHII\IHII?l\IIHIIl 12345678
1234 78 1 3 @Z Lﬂﬂ!lﬂl{l)ﬂ,lﬂ\!lﬂll [l Hlli!
1 i *5@%3&4&%%%3&1@2%3&

g oA i llllllHlIlINIlIIlnlI%Iil\lll\lllllllllﬂl Ig%ll
‘upp €Y FEe space DESC 2345678901234567890 2345 mﬁgz-,%‘gf
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DELPHI
@ Quantity

Field Identifier:
QUANTITY

Data Identifier:
Q)

Maximum characters:

6 (not including data
identifier)

Container Label Fields

HWMMHM

SHWWWWWWWWMMWW 12345678

P il 1 LT

OOOOOO

R QRO
Supplier Free Space ‘H é“

DESC 2345678901234567890 2345 B%’?Eéé’ﬁ‘JaE'

8888888888888888888888888888888888888
111111111111111111111111111111111111111

Unit of measure is assumed PCE. Any other
unit of measure must appear in human
readable text with a maximum of 3 characters
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DELPHI Container Label Fields

REV LVL (not used)| %

oo mlllllllllﬂlJll Ly~
oronno: | WA |-

DLOC I
1 3 1gﬂZmu12345678901234557890

pelvery moeation IIIH!IlliIH\I\IIIIIIIH||I?l\ﬁli|l|l(|l\|l|ﬁ\ =8

~ EDIFACTDELJT| ——— G 11!

T G
Pel 112 Segment Suppller Free Space DESC 23455789012i‘5£57890 2345 nm‘é;é’ﬁéaﬁ

8888888888888888888888888888888888888
111111111111111111111111111111111111111

Maximum
characters:
8
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Container Label Fields

@ PLT./DOCK /LOT NO.

Field Identifier:
PLT./DOCK

Data Identifier:
N/A

Maximum characters:

/

Field Identifier:
LOT NO.

Data Identifier:
(1T)

Maximum characters:
10 (not including data
identifier)

Barcode Symbolo
Code 128 y y:

lIINIIlllHIJlI I
IIiI\H|||Illll\llll\l\illlllllﬂllIHH4|||\\IHN!HII\I\\II?I\IIHIII

||I|l\|||!|H$||||l|||||Iﬂ\ﬁ\ﬂﬂlﬂl\lﬂﬁ\

QQQQQQ

°°°°°°° 234ABCD1234ABCI?H% 1 HIII KD

23496

Plant City:

Supplier Free Space

8888888888888888888
1111111111111111111

1 3 QZ I
age Bin: 12 4% 789012345678901234567890

pian Nam: 23455789012345878901234567890

lllllllll

A0 /¢

MFG. DATE:
0000000000

01234567890 MADE IN:
11111111111111111111
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D<LPHI Container Label Fields
. Part and Supplier Information

SGRPLER O | “*1234ABC01234ABCD01 H||l“||||1 \||\| “||| \mll\ll\ |\\\||\\\\||\
Data Identifier: llllllllllHIJII HIHMIIWM%HMIHM

(V) P
I ot medmg_ T ] IIII\H|||lllil\llll\l\i\llllllﬂllIHH4|||\\IHI}N\ll\l\\ll?l\llﬂlll 12345678

identifier) 1 531 QZ T
age Bin: 12 43 789012345678901234567890

s dentifier: ||I|H|||5|H$|||ll|||\|IH?NﬁHlllHll\lm

gllsaxmum characters: Supplier Free Space

MFG. DATE:
0000000000

123456789012345678901234567890 MADE IN:

- | | - Pl 12345678901234567890 12 1234567 1234567890
Field Identifier:

MFG. DATE

Barcode Symbolo
Code 39 y y:
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DELPHI Master Label

B i i i

\ﬁm‘f‘ﬁn \W\WM 12345678

EE?{IAL#— PLT./DOCK
(48)
123456789 1234567
T | storage min:  123456780012345678001234567890
” u | Pt oy 123456789012345678901234567800
| 123456789012345678901234567840
********* 07/26/2002
sljpp"er Free SPHBE DESC: 123455?590123455?!9012315

(LUSOTCH012450T000124367690 ~ maoe

EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE

Refer to Section F of the NorthAmerica
Container Label Requirements Standard
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D<e L. PHII

Mixed Load Label

123456789012
JIRANRD R

" 123456789
MG R

SHIP TO:

1234567690123426789012345
1234567890123456789012345
12345670001234567890 12 1234567

4207

123456789012345678901234567890

123456789012345678901234567880
12345678901234567830 1234567840

Storage Bin:
Plant Name:
Plant City:

Supplier Free Space

swe oate: - (17/26/2002

123456769012345676901234567890
12345678901234367890 12 1234567

Refer to Section G of the NorthAmerica
Container Label Requirements Standard

21
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Master/Mixed Load Label Placement

¢ Master Label or Mixed Load Label
must be affixed to outer area of the total package and

will identify the part
configuration of the
skid or pallet

¢ Two labels per pallet

22

PPPPP
CCCCCC

w;ﬁimmm i ||[|’\Nj]u un

12343678

SSSSSSS

\I|H||\|\||\||\I‘|||I|HIIIWMIHIIH\HH\

sosmeon: (EATBMTRGHTINNIBEETIN
---------- ARG NEHTIN
ST SISO BHTI0

Supplier Free Space

Wi A
VMV, wern.

"12345
gwmwmmwwmmww

155&%;?59012345&75%12345
1234367890123456769012345
12345678001234567800 12 1234567

|\||||\H||'|HH‘\||| ‘HIHIIH\IHHIIHIHI\I l

1234567

mariame: 12347800 12345678001234567690
““““““““ 123456780012345676901234567890
12345678901234567890123456 7830

Supplier Free Space

we onre: - ()7126/2002

123456789012345676901234567890
12345678001204567880 12 1234567
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DELPHI Mixed Load Label Requirements

¢ Additional labeling required for Mixed load shipments

— Suppliers shipping Mixed Load skid/pallets are
required to place a Master Load label per part number
on the outer most area of the shipment next to the
Mixed Load Label

. Individual Master Load Label

¢ 2. Mixed Load Label

L 2
-t

¢ 3. Container Label
+ 4. In this example:

- Cardboard placard to hold Master Load Label

- Labels can also be applied directly to shrink wrap

23 Supplier Training



DELPHI Best Practices

¢ Labels
- Edge Determination

» Ensure correct amount of elements by checking that
print heads are not damaged

~ Decodability

» Ensure clear decodability and print clarity by

¢ Use of ink gain, jagged edges, etc. contribute to poor
"Decodability".

¢ Can be corrected by altering temperature of printer Quiet
Zones

— Ensure minimum .25 inch (6.35 mm) of Quiet Zone on
either side of barcode

o4 Supplier Training



DELPHI Best Practices

¢ Electronic Data Integrity of Label

— Ensure correct label for correct part is properly affixed on
container or pallet

— All processes should be tied together electronically to
ensure data is correct

¢ If manual data entry required for printing labels, second
party verification should be used

¢ Operator work instructions for all labeling activities should
be complete, documented, and accessible

¢ Training is defined, established, documented, and
verified for operators and supervisors

o5 Supplier Training



DELPHI Best Practices

¢ Label content and quality verified

¢ Printed label content and quality verified after any
changes are made to printing equipment. Should include:

— Checking barcode quality using a barcode verifier

» |f supplier does not have proper equipment to verify bar code
ask Delphi E&S Label Team to assist

— Checking format of label to label specification or template
sample

— Checking legibility of human readable information

- If new system has been installed a re-certification must be
completed by the Delphi E&S Label Team

26 Supplier Training



DELPHI  ~o\TAINER LABELING COMPLIANCE CHECKLIST

a Print and use the most current version of the Delphi North
American Container Labeling Standard

a Work with Delphi Electronics & Safety (E&S) Label Team to
certify required labeling for incoming shipments to Delphi
E&S

a Suppliers must certify a container, master and mixed load
label

0 Supplier will received approval and certification from Delphi
E&S Label Team

57 Supplier Training



D<e L. PHII

Packing Slip

¢ Shipment ID (SID) Barcode

— SHALL be in upper right corner of the supplier Packing Slip
— Will be directly above SID human readable
— Supplier to use current packing slip format with barcode modification
— Code 39 — Bar Code Symbology

Human readable information:

Packing Slip

o

Minimum of 10 point font

(2S) Data Identifier: Required

»

LTSS
I

SID (2S) # 1234567890

/

SID is the number transmitted in
the BGM segment of the
DESADV. Cannot be repeated

Ship To: Delphi

5820 Delphi Drive

Troy, MI 48098

A

A

within a 12-month timeframe

Barcode contains SID preceded

by (2S) Data Identifier. Max of 10 __

characters
Example: 251234567890

Manufacturing DUNs Number is
required ~~

Ship From: Vendor X

123 One Street
Troy, MI 48098

Part Number
Xyz

Manufacturing DUNs Number

/ 793255852

Qty
100 EA

/

28
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DELPHI Packing Slip Requirements

¢ Each packing slip MUST have unique number called a
SID (Shipment IDentification number) barcode

Assigned by Supplier
Does not need to be in sequential order

The barcode SID on the packing slip links the ASN sent by
supplier for receiving purposes

SHALL NOT be repeated on another packing slip within
twelve-month period

SHALL be exact same number as sent in ASN transaction.
(Example, if ASN SID Number is 1234567890, then the
barcoded Packing Slip SID Number SHALL read
251234567890 (2S data identifier is part of the bar code

but not included in the BGM segment of the DESADV)
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DELPHI Packing Slip Requirements Checklist

d

(I W Ny

U

Is not part of the North American Container Labeling
Standard

2 Documentation for the SID bar code requirement located
on the Delphi E&S Supplier Training Webpage

https://www.delphisuppliers.com/vendor_documents/delphi-d/Vega2/index.html

Must be included with every shipment
Must be on the outermost surface of shipment
Preferably in a sleeve marked “Packing Slip Enclosed”

Must include a unique Shipment Identification Number
(SID) that is barcoded

Must clearly indicate the material numbers (part
numbers), total quantity shipped, unit of measure, and
Manufacturing DUNs number per material number

30 Supplier Training



D<e L. PHII

Global EDI & Receiving

Non-Conformance Notification

¢ This practice will allow all

Delphi E & S Receiving sites to

be common

— Provides Supplier History
» 1st time offenders
» Repetitive Occurrences

» Enable follow up & resolution

31

Delphi — Electronics & Safety
Notifieation of EDI / Recetving Problems

REQUIRES YOUR IMMEDIATE ACTION
Failurs to sand accurats and timsly ASN = may inpact supplisr payments, result
in FRA&Rs, and ingpast vour fumrs business opportunities with Delphi

Locahion nothying you of the problem:

Delphi Contsct peson

Supplier guidelnes. ink: hitp:' woaw delphisnppliers com vandar domuments'delphi-dVes=D mde himl
Contact phone
Flant contact

Todav's data:

Vandor namea: Supplier SAP Vandor
Part= Shippad to:

ASNs and tvps of problem:

FoTE OS= =il | Frobiem | Pl in enor TRCOMeR | Coreaea
Recawed | Type (1-5 REE] REE]

Protem bpe: How o Correct:
T [FoElror T

o1 B0 basmodeon packm = slip All it parkins shp musthave EI0 barcodes

1 | 3IC= Baroodad incomealy

= :lip mi doem T mach ASH Elbelre

s

Other Problems | Comments:
Faspond within 28 hous o zvoid DRAR issuss and potemiz] cost recovery charess If vou nesd

b3 EDI & Fecsivinz Mon

onformanc: Notficzitn
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Access the

Accessing the
Label Requirements Standard

Delphi Supplier
web site

Click on
Supplier
Community
Portal

File Edit ‘“iew Favoites Tools

3 Delphi Supplier and Potential Supplier Information - Delphi Automotive Systems - Microsoft Internet E'::plb_l r

> http://WWW.delphi.com/suppliers/

-]

Help

| &

Qim0 14 8 &

|;) Sesrch |7—£\\? Favaries 423 | 0=l - L

Addressl_ http: Elph

Farorites x

Add.. [ Oigarize...

) Media

@ Air Farce Ranks! Air Force Rank |
@Ano\lu - Home

@ Apollo - Index

&) CENSUS

@ Cavigint - Registered Users Login
ﬂj Covizink Home Page

@ Customer Account Information
Ej Definitions & Acronyms

Delphi Digital workflow Praject Site
i Electronic Forms Catalog

&) Delphi Log In
&) Delphi Orline Phone
&) Delphi-D web

@ Directories and Forms
ij E&S5 Communications Home
&) Delphi-D 1538 Archives
:Ej e Control Center

@ Electronics & Safety Communicat...
Ej GES - Consumer

@ GM People Finder - Home:

ij Home - Delphi E&S Human Resou...
&] Home - Delphi€55 CPCEL

:Ej hitp--apollo. delphiauto. net-humar. ..
@ hitp--dgdp. delphiauto.net-Docume...
ﬂj Human Resouices--Frequently Az

| Links =

Homa | ContactUs | SiteMap | Reorganization

D<LLPHI

sesrch 6o

OTHER DELPHI SITES

ABOUT DELPHI CONSUMER PRODUCTS MANUFACTURER PRODUCTS

Independent Aftermarket [¥] Media Room [7) | Madical Systems [7] | Supplier Portal [7]

Supplier Main Home / Suppliers

» How to Becorme a
aRE How to Become a Supplier

: Lagin ta Delphi

Supplier Portal Introduction to Delphi Global Supply Management

TO VISIT THE PUBLIC PAGES OF THE DELPHI SUPPLIER COMMUNITY PORTAL,
CLICK HERE.

{ Atr Delphi, we've made a commitment to excellence - it's an important part of our

corporate culture, Qur mission is clear: Be recognized by our customers as their best
supplier!

Operating successfully in a demanding and competitive global market requires
significant involvement and support from our suppliers. Central to this is our Supplier
Community Portal hosted through Covisint, The portal suppaorts our vision of an
electronically-linked supply chain that will aid Delphi in supporting our custormers'
requirements for responsiveness,

If you are a current supplier, thank you for your ongoing support as a team member,
If you 2 supplier to Delphi, please visit the public pages
on ouf Supplier Community Portal )The information there will assist you in that
endeavd

- A LA T A T e T e T

~
| Done

B G ks>

= Printable page

| .
T T [@menet

diStan| (4 & (3) & 7 0|2 Micosolt Oifice . ~|[ 23 Internet Expl._. ~ 3 Delco Suppl Vega .| 8] Documents - Micros... | ] Microsoft PowerPain. | [« 1 5] 3,/ [ 10.034M
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Accessing the

Label Requirements Standard

Covisint Services : Industry Solutions

3 Click on
Supplier Standards
in the Frequently
Used Documents
section

D<LPHI

search |
oo

¥ Delphi anly =

Advanced Search =

=
Delphi News

+ Latest Delphi Press Releases:
delohi.com

: Trading Partners :

About Covisint : Help

Home Registration

Frequently Used Documents

" General Terms and Conditions "Effective March 1, 2004"

{C-TPAT) 24 Hour Manifest Rule-Documentation Requirements

{EU) Emergency Measures for Coniferous NMWP {Non-manufactured Wood Packaging Material}
Accelerated Payment Program

= Contact Global Supply Management

= pelphi Name Change

= pelphi supports the US Customs Trade Partnership Against Terrorism (C-TPAT)

= Doing Business With Delphi

= Information About Payment Yisibility (e-DACOR - Payment Status)

® Materials Specifications / Substances of Concern

Click on
Supplier Label
Specifications

| o

v Delphi only
advanced Search

33

)‘_’Fr L jonal Borders
< Supplier Standards
= Tr ess Information

= vega (EDI)
= web EDI Information

DL PHI Home Links Registration

Delphi

m Doing Business \With Delphi
m Supplier Standards

[ BRYICTE
= COl

Delphi Supplier Standards

Material Specifications / Substances of Concern
Forced Labor Paolicy

Delphi Global Purchasing (DGR) Supplier Guidelines
Quality Requirements Communications to Suppliers
Quality Procedures

= S

7‘
< Supplier Label SpecificaticmD
—

Supplier Training



Accessing the
DELPHI Label Requirements Standard

5 To download the Standard,
click on the icon
(must have Adobe®
Acrobat® Reader)

\ SUPPLIER LABEL SPECIFICATIONS

) 1@)Su lier Label Specifications - North America Only ¥ | Nov | 2.8 MB
6 TO View ONn screen , /ﬁese specifications are to be used for shipments to North | pdf | 1

CI | C k S u p p I ie r = American plants only. 2067

L a bel 25 | Supplier Label Specifications - Europe Only [ | Nov | OKB
o . These specifications are to be used for shipments to link | 27,

Specﬁl Catlons - European plants only. 2001

North America

Only
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Accessing the

Label Requirements Standard

7 The NorthAmerica Container
Label Requirements Standard

will display

¢ |f you have any questions or

problems accessing the

Standard, contact information

IS Included in the Appendix.
section

35

DELPHI GLOBAL
CONTAINER LABEL

REQUIREMENTS STANDARD
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De L. PHI

Questions
and
AnNswers

(If you have additional questions regarding VEGA 2 after the A
training session, please contact the
Delphi Electronics & Safety VEGA Su?port Team:
delco.vega.support.kokomo@delphi.com

.

v 8 g - Supplier Training
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